Day January February
1 3450 710
2 3350 670
3 3250 880
4 3210 1380

6 3190 2150
7 3190 2150
8 3050 2120
9 2700 2030

11 2230 1580
12 2110 1410
13 1940 1280
14 1840 1100

March

550

630

800
2030

5420
5600
5460
5000

3990
3510
3150
2890

April

1880
1720
1370
1160

760
680
620
620

620
620
620
530

May
2820

3000
3280
3400

3390

3360
3330
3290

3310

3350
3330
3150

June July August September October November  December
1180 290 170 600 60 960 3000
1590 300 170 500 60 970 3000
1890 300 170 330 60 970 3120
1960 300 170 220 60 1110 3200

1640 240 170 180 60 1210 3200
1440 160 170 180 60 1200 3200
1220 150 170 180 60 1190 3210
910 160 170 180 60 1120 3230

460 170 160 170 60 960 3220
340 170 160 170 60 1000 3190
330 170 160 110 60 1180 3230
400 170 160 70 60 1430 3300

16 1640 1040
17 1600 1040
18 1730 1180
19 1950 1200

2520
2320
2040
1910

180
180
180
180

3060
2930
2700
2440

450 170 160 60 170 1820 3260
450 170 160 60 170 1890 3120
450 170 160 60 170 1870 2990
440 170 160 60 280 1860 2930

21 1940 1110
22 1730 1110
23 1580 1060
24 1410 960

26 1220 780
27 1210 750
28 1120 680
29 990 600
30 900 -
31 800 -
Mean 2062 1234
Max 3450 2150
Min 800 600
Day 31 29

The Mean FLOW for the Year was: 1237

The Highest FLOW for the Year was: 5600

The Lowest FLOW for the Year was: 60

The Total Number of Days for the Year was: 365

1590
1330
950
630

510
710
1050
1640
1930

1940

2364
5600

31

170
170
180
200

1750
2980
3000
3000
2910

956

3000
170
30

1830
1530
1480
1380

1180

1100
1100
980
910

930

2447
3410

31

440 170 160 60 330 1840 2570
440 170 160 60 310 1780 2460
440 170 160 60 320 1670 2320
440 170 160 60 320 1570 2200

430 250 160 60 310 1580 2070
430 290 160 60 310 1620 1840
430 300 160 60 440 1630 1600
420 240 160 60 750 1890 1410
350 180 410 60 860 2530 1170
- 170 600 - 940 —-

762 206 185 140 236 1470 2756

1960 300 600 600 940 2530 3300
330 150 160 60 60 960 1170
30 30 31 30 31 30 30

NOTICE: All data contained herein is preliminary in nature and therefore subject to change. The data is for general
information purposes ONLY and SHALL NOT be used in technical applications such as, but not limited to, studies or
designs. All critical data should be obtained from and verified by the United States Army Corps of Engineers. The
United States Government assumes no liability for the completeness or accuracy of the data contained herein and any use
of such data inconsi with this disclaimer shall be solely at the risk of the user.




